
1991 Morris & Associates Ice-Master® Remote Ammonia Nugget Ice Maker 

Mfg: Morris & Associates Model: NIM-RA-40LR 

Stock No.: BBCF161.130 Serial No.: 384-1091 
 
1991 Morris & Associates Ice Master® Remote Ammonia Nugget Ice Maker. Model: NIM-RA-40 LR. S/N: 
384-1091. Number of tubes: 15. Tube dimensions: 5 in. dia. x 8 ft. L. Screw auger dimensions: 1 ft. dia. x 
13 ft. 9 in. L, flight pitch: 1 ft. 2 in. Shaft diameter: 1-1/2 in. Toshiba Electric Motor, 3 hp, 1725 rpm, 
230/460 V, 8.4/4.2 amps, 60 Hz, 3 phase. 1999 Winsmith Right Angle Drive, ratio: 30, final speed: 57.5 
rpm, torque: 1002 lb-in. Reservoir Tank- 95 Gallon, inside straight-wall dimensions: 4 ft. L x 3 ft. 1/2 in. W 
x 1 ft. 1 in. H. Inlets: (1) 1-1/2 in. dia. port, (1) 2 in. dia. port, (1) 1 in. dia. port. Outlets: (1) 2-1/2 in. dia. 
port, (2) 1 in. dia. drain ports, (1) 3 in. dia. port, (1) 1 ft. 1 in. W x 1 ft. 2 in. H. discharge. Overall 
dimensions: 18 ft. 4 in. L x 4 ft. W x 11 ft. 2 in. H.  
 (9) 5 in. dia. x 8 ft. L spare tubes. 
(2) Spare doors   
Spare Stainless Steel Screw Auger. Auger dimensions: 1 ft. dia. x 13 ft. 9 in. L. Flight pitch: 1 ft. 2 in. 
Shaft diameter: 1-1/2 in. 
http://www.morris-associates.com/page/nugget_ice_maker_video 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 

http://www.morris-associates.com/page/nugget_ice_maker_video


 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 



 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 



 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 



 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 



 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 

 

 
 
 
 
 
 
 
 
 
 
 
 

 
 



 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 



 
 

Note: the following pictures show the exact unit prior to removal. 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 


