
APV Essence Recovery System 

Mfg: APV Model:  

Stock No.: HGPS1028B Serial No.:  
 
APV Crepaco Vertical Essence Column Tag No.: C-1, W.O.: 28808, MAWP: 15 PSI / FV at 300F, 
MDMT: -20F at 15/FV, 112101, year 1994. Overall dimensions: 6 ft. 4 in. L x 2 ft. 3 in. W x 19 ft. H 
 

• Column has a U-tube bundle coil certified by J. D. Cousins, Inc., nat’l bd. no. 6511, serial 594-13, 
model 1448-U Bundel, Tube ratings: MAWP: 150 PSI / FV at 300F; MDMT: -20F at 150 PSI / FV. 
Year built: 1994. 

 
The second skid consists of two essence storage tanks, balance tank, centrifugal pumps, Rosemount 
flowmeter, pneumatic valves, etc. Overall dimensions: 9 ft. L x 6 ft. 6 in. W x 7 ft. H 
 

• (2) Essence Storage Tanks made by Hebeler Corporation. S/N: H2109. MAWP: 60 PSIG at 100F. 
MDMT: -20F at 60 PSIG. Year: 1994. Nat’l Bd. 6056. Dimensions: 1 ft. 5.5 in. dia x 4 ft. 2 in. H 
(approx 50 gallons each). Hebeler Corporation Tonawanda NY USA.  

 
• Balance / Surge tank dimensions: 1 ft. 5.5 in. dia x 2 ft. 5 in. H (approx 30 gallons). 

 
• Brooks Instrument model: 1110DG51CJDAG, serial: 0111110479337/001, max 450 PSIG at 

250F, USA. 
 

• APV Crepaco Sanitary Centrifugal Pump model: W20/20, serial H-6331. US Motors 1HP, 208-
230/460V, 3.7-3.6/1.8 amps, 60 Hz, 3-phase. 
 

• APV Crepaco Sanitary Centrifugal Pump model: W40/20, serial H-6332. Emerson motor 1HP: 
208-230/460V, 3.4-3.3/1.7 amps, 60 Hz, 3-phase. 
 

• Rosemount TSA010S1A3, 0045159, 316SST. 
 

  



  

  

  



  

 

 

  



  

  

  



 

 

  

  



  

 

 

  



  
  

  

 


