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FRAME CONSTRUCTION: #304 STAINLESS STEEL,
FULLY WELDED SQUARE SECTION TUBING

DETECTOR & CONVEYOR CONTROLS ARE LOCATED ON THE LEFT SIDE WHEN VIEWED FROM THE INFEED

(7.81)

HOFFMAN DETECTOR POWER
SUPPLY (115-1-60) & MOTOR
CONTROL BOX (115-1-60) 
LOCATED FAR SIDE ONLY

30.00±2.0
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3.0" DONUTS ON INFEED
3.5" P.D. ON OUTFEED/

BALDOR MOTOR (115-1-60)
W/BOSTON REDUCER (NEAR SIDE)

ADJUSTABLE LEVELING PADS ±2.0

12" WIDE, INTRALOX FLUSH GRID, SERIES 900,
POLYETHYLENE BELTING

SAFELINE POWER PHASE METAL DETECTOR: 
STAINLESS STEEL, WASHDOWN CONSTRUCTION,
WITH 14 x 9 APERTURE, 100-300 KHz MULTI-FREQ.

(12.00 x 7.81 USEABLE PRODUCT OPENING)

46 F.P.M.

CHAIN GUARD

4" HIGH ADJUSTABLE
PRODUCT GUIDES,
FULL LENGTH EXCEPT
REJECT AREA

(12.00)

ALARM (FAR SIDE)

PRODUCT REPRESENTATION
(15"L x 11.5"W x 6"H)
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