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SPECIFICA INTER DIMENSI APPROX.

FAC
FANS

VOLUM
WEIGHT

P
DIA.

SURFA

I

(INCHES)

CAPACI AIR VELO
70

65
80

55 2
18 98

90

2,80 5,50

3,50 5,30
53

18 1,316
1.2

50
¼ 18

1,20

3,96 5,00 ¼ 18
98

1,30

8.25 ¼ 1 1.48
1.

MOI

4,20
55

1,400

5.25 7.950
53 1 1,97

1.6

5,94 7,50
50

1,40

¼ 1 1,31
1.2

55 1,97
1.7

1,600

5,60 11,00
53

1 2.2
1,80

7,00 10,60
2,63

7,92 10,00
50

¼ 18

1,64
1.5

1,80

7,00 13,75 55 5 ¼ 1

5 18 2,47
2.1

2,000

8,75 13,25 53

2,200

9,90 12,50
¼ 18 3,29

2.8

50
½ 24 69

700

2,9 6,00 57

3,78 5,80 550
½ 2 1,03

900
1,100

4,310 5,50 520 ½ 2 1,38 1.1

570 2 24 1,38 1.3

5,98 12,00

1,200

7,56 11,60 55 2 2,07 1.8 1,500

8,620 11,00 52 1/2 24 2,76 2.3 1,800

8,97 18,00 57 3 2 2,07 1.8 1,800

11,340 17,40 55 ½ 2 3,111 2.3 2,200

12,930 52 ½ 24 4,146 3.1
16,500

2,600

11,960 24,00 570 ½ 24 2,76 2.

15,120 23,20 55 2 4,14 3.

17,240

2,400

22,000 520 ½ 24 5,528 4.4
2,900
3,50

*Dimensions for air defrost or hot gas to cooling 
Performance is based upon flooded or recirculated NH, with 
For operation with wet coil increase 
For operation with D.X. NH, at +20°F suction and above 

STANDARD CONSTRUCTION

Fans and motors: 18" diameter fan with 1/4 HP, 115-230/1/60, 1150 RPM 1/2 HP, 230-460/3/60, 1150 RPM enclosed motor with 
Coils: All steel and hot-dip 
Tubes: 3/4" OD
Fins: 4 per inch; variable fin 

Drain Pans: Insulated 
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