
Electromate Industrial Control Panel Enclosure 

Mfg: Electromate Model: 12/13 

Stock No. SGMI127B.5a Serial No. 37208 
 
Electromate Industrial Control Panel Enclosure.  Type: 12/13, S/N: 37208. Control Panel is equipped with 
various types of reactors: (2) MTE Reactors, 6.50 mH, 600 V, 4 amps, 50/60 Hz, 3 phase. (2) MTE 
Reactors 0.7 mH, 600 Vmax, 45 amps, 50/60 Hz, 3 phase. (6) MTE Reactors, 1.50 mH, 600 Vmax, 
18 amps, 50/60 Hz, 3 phase. (1) Sola power supply, SDN: 10-24-100, 115/230 VAC (DC: 24V/104), 
6.0/2.8 amps, 50-60 Hz. Overall dimensions: 77-1/2 in. L x 24 in. W x 8 ft. 3 in. H. 
(4) Allen Bradley power flex 70. Allen Bradley Power Flex 700, S/N: MEAF9UL6, 400 volt class, 480 volt 
class, normal duty power: 22 KW - 30 hp, heavy duty power: 18.5 kW - 25 hp, 3 phases, 47-63 Hz, AC 
voltage range: 0-400/0-460, base Hz: (default) 50-60 Hz, continuous amps: 43-40. (1) Cutler-Hammer, 
circuit breaker, 20 amps, 2 poles, 600VAC-250VDC. (1) Line terminal guard. (1) Protector, model: HS-P-
SP. (5) Allen Bradley switches (for each Power Flex 70). (7) Selectable contact output-model.  
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