
Trane Condensing Unit 60 Ton 

Mfg: Trane Model: RAUCC604BB031 

Stock No. ACEU20ff Serial No. J90E80889 
 
Trane Condensing Unit 60 Ton  
 

• Model RAUCC604BB031, S/N J90E80889.   
• Rated 460 V, 60 hz, 3 phase, Utilization V range 416-508.  Nominal Voltages system 440-460-

480.  Minimum circuit amps.  123 Circuit 1.   
• Compressor A:  460 V, 60 hz, 3 phase, RLA ea., 26.3, LRA ea. 142.    
• Compressor B:  460 V, 60 hz, 3 phase, RLA ea., 26.3, LRA ea. 142.   
• Compressor C:  460 V, 60 hz, 3 phase, RLA ea., 26.3, LRA ea. 142.   
• Compressor D:  460 V, 60 hz, 3 phase, RLA ea., 26.3, LRA ea. 142.   
• Condenser fan motor (6), 460 V, 60 hz, 3 phase, FLA ea. 1.8, HP ea. 1.  Unit weight 3690.  Test 

pressure High (psig) 450 low (psig) 300.   
• Maximum circuit breaker size circuit 1, 125 amps.  It has a circuit breaker D square 200 amp, 600 

vac.  480 V, ac, 3 phase, 50STD max 125, 600 V, ac, 3 phase, 60 STD max 150.  On/Off switch.   
• Overall measurements: 128 in. L x 96 in. W x 80 in. H.  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
  

 
 
  
 
 
  

http://www.genemco.com/acatalog/corder1274_pop.jpg


 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
   
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
 
 
 
 

  


	Trane Condensing Unit 60 Ton
	Stock No. ACEU20ff
	Trane Condensing Unit 60 Ton


